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P3720 Cylinder series ISO 15552

P3720-series designed for paper industry

and other hot and agressive applications

where only best materials and high quality

are good enough!  



Technical characteristics
� Double acting cylinder

� Magnetic piston as standard feature
� ISO15552 construction

� AISI 316covers
� AISI 316 tube with tie rod construction
� AISI316 piston rod
� Pressure range0�10 bar

� Temperature range ‐35�+80⁰C with standard seals (PU) and 
0�150⁰C with high temperature seals

� Media: Pressurized air ( Filtered 40µm) or inert gases,

lubricated or dry

� Diameter: 32, 40, 50, 63, 80, 100, 125 and 160
� Special seals availablbe upon request
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Theoretical force of double acting cylinders at 6bar 

Technical characteristics and construction

Product code:
P3720 RV ‐32/12 ‐ 100 + BH+...+PNO
1. 2. 3. 4. 5. 6.

1. Cylinder serie

2. R=Round tube with tie rod construction
V=High temperature seals

3. Bore/piston rod diameter

4. Stroke lenght

5. Mounting accessories

6. Drawing number (special design)



Dimensions

+ stroke length

* cushioning length
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P3720 Double acting cylinder



Mounting accessories ISO 15552
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1.Male hinge PH (MP4) 11. Support for intermediate hinge VDMA (AT4)
2+3. Female hinge MH (MP2) 12. Nut DH
4. Square hinge LH (AB7)  13. Clevis with PIN CH
5. ISO flange FH (MF2) 14. Rod eye BH
6. ISO foot mounting pair SH (MS1) 15. Bellow seal

7. ISO male hinge with ball joint RH (MP6) 17. Position sensor PCS
8+9. Narrow female hinge NH (AB6)
10. Intermediate hinge for tie rods TH 

Product code examble

RH 050 20
R=Type of mounting

H=Material:AISI 316

050= Diameter

20= internal number
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Seals kits

Seals kits

High temperature seals kits

Seals kit P3720 include following parts.
3, 6, 9, 11 and O‐rings



Mounting accessories ISO 15552
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Male hinge PH (MP4)

Female hinge MH (MP2)

Material AISI316

Including screws

Material AISI316

Including PIN and screws
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Mounting accessories ISO 15552

ISO square hinge LH (AB7)

Material AISI316

Material AISI316

Including screws

ISO Flange FH (MF1‐MF2)
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Mounting accessories ISO 15552

ISO foot mounting SH (MS1)

ISO Flange FH (MF1‐MF2)

Material AISI316

Including screws

Material AISI316

Including screws
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Mounting accessories ISO 15552

Narrow female finge NH (AB6)

Material AISI316

Including PIN and screws
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Mounting accessories ISO 15552

Intermediate hinge TH (MT4)

Material AISI316

Material AISI316

Rod eye BH



Pimatic cylinder sensors
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� Sensor diameter 6,3mm

� ø3mm PUR‐cable, cores 0,15mm2

� Temperature range ‐10�+70⁰C
� Reed switch or PNP output
� Red or tellow LED indicator

Connect diagrams

PCS‐Reed‐3‐1A and PCS‐Reed‐3‐M8

PCS‐Reed‐2‐1A

PCS‐PNP‐3‐1A and PCS‐PNP‐3‐M8
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Mounting accessories ISO 15552

Pimatic Oy | Klaavolantie 1, 32700 Huittinen, Finland  

Tel. +358 (0)20 770 9501 | info@pimatic.fi 
www.pimatic.fi

Bellow seals

Materials: NBR as standard or Silicone
for high temperature applications


